
Wiring diagram of the Foot Controler - Wireless foot controlers used for
MODEL PRO 500 (DC 310), MODEL PRO 700 (DC 350), DC 240, DC 290, DL 210, DL 270, DL 290, DL 320, DL 330, DL 340, DL 380,

MODEL PRO 600 (DA 270), DA 280, MODEL PRO 800 (DA 370), DA 380
(7.7.2022)
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LEDs:
LD1 (GN) ~ Charging
LD2 (GN) ~ +34V
LD3 (GN) ~ System running indication
LD4 (GN) ~ +5V CAN

TL1 ~ Calibration
JP1-4 ~ Temporarily unused (OFF)
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LEDs:
LD1 (GN) ~ Charging
LD2 (GN) ~ +34V
LD3 (GN) ~ System running
indication
LD4 (GN) ~ +5V CAN
LD5 (GN) ~ Not used

X1 ~ Function set as needed
X2 ~ Function set as needed
X3 ~ Battery
X5 ~ CAN/Power/Detection
X6 ~ Potentiometer

SW1 ~ Calibration
SW2 ~ Move seat DOWN
SW3 ~ Move backrest LEFT
SW4 ~ Move backrest RIGHT
SW5 ~ Chair programing
SW6 ~ Chair Sit
SW7 ~ Move seat UP
SW8 ~ Start
SW9 ~ Not used SW1
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PUSH and hold SW1
and restart Dental Unit
-> Wait for 5 min ->
TURN OFF Dental Unit
-> Turn ON Dental Unit
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X1 ~ Joystick
X2 ~ Left/Right/Start switch
X3 ~ Battery
X4 ~ Programming conector
X5 ~ CAN/Power
X6 ~ Potentiometer

PUSH and hold TL1 and restart Dental Unit -> Wait for 5 min ->
TURN OFF Dental Unit -> Turn ON Dental Unit
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Cable with 2nd variant of connector
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